
INTERNAL LASER SIGHTS SPECIFICATIONS CHART
LaserMax Battery Accuracy

Pistol Model Compatible Calibers Model # Model # (at 20 yards)

Beretta Models
92/96 Full Size 9mm, .40 S&W LMS-1441 LMS-377 +/- 2” POA
92/96 Compact, Centurian 9mm, .40 S&W LMS-1431 LMS-377 +/- 2” POA
Glock Models
19, 23, 32, 38 9mm, .40 S&W, .357 SiG, .45 GAP LMS-1131P LMS-3x393 +/- 2” POA
17,22,31,37 9mm, .40 S&W, .357 SiG, .45 GAP LMS-1141P LMS-3x393 +/- 2” POA
34, 35, 17L, 24 9mm, .40 S&W LMS-1141 LPLMS-3x393 +/- 2” POA
20, 21.45 ACP, 10mm LMS-1151P LMS-x393 +/- 2” POA
20, 21 FG/R. 45 ACP, 10mm LMS-1151PFGR LMS-3x393 +/- 2” POA
26, 27, 33 9mm, .40 S&W, .357 SiG LMS-1161 LMS-319 +/- 3” POA
39 45 GAP LMS-1171 LMS-319 +/- 3” POA
36. 45 ACP LMS-1181 LMS-319 +/- 3” POA
29, 30 10mm, .45 ACP LMS-1191 LMS-319 +/- 3” POA
ParaOrdnance 1911 Models
1911 Gov’t - Matte Stainless .45 ACP LMS-PARA1911M LMS-392 User Adjustable
1911 Gov’t - Stainless .45 ACP LMS-PARA1911S LMS-392 User Adjustable
1911 Gov’t - Blued .45 ACP LMS-PARA1911B LMS-392 User Adjustable
Ruger Models
P89 - Stainless 9mm LMS-P89S LMS-3x393 +/- 3” POA
P89 - Blued 9mm LMS-P89B LMS-3x393 +/- 3” POA
P90 - Stainless .45 ACP LMS-P90S LMS-3x393 +/- 3” POA
P90 - Blued .45 ACP LMS-P90B LMS-3x393 +/- 3” POA
Sigarms Models
P220 .45 ACP only LMS-2201 LMS-392 +/- 2” POAP
226 9mm LMS-2261 LMS-392 +/- 2” POAP
226 9mm LMS-2261S* LMS-392 +/- 2” POAP
226 .357 SiG, .40 S&W LMS-2263 LMS-392 +/- 2” POAP
228 9mm LMS-2281 LMS-392 +/- 2” POAP
229 9mm, .40 S&W, .357 Sig LMS-2291 LMS-392 +/- 2” POAP
239 .357 SiG, .40 S&W only LMS-2391 LMS-319 +/- 3” POAP
245 .45 ACP LMS-2451 LMS-319 +/- 3” POA
Springfield XD Models
4” Springfield XD 9mm, .357 only LMS-4XD9 / 357 LMS-3x393 +/- 3” POA
4” Springfield XD .40 S&W only LMS-4XD40 LMS-3x393 +/- 3” POA
5” Springfield XD 9mm, .40 S&W LMS-5XD LMS-3x393 +/- 3” POA17
Taurus Models
PT-92/99 9mm, .40 S&W LMS-1441 LMS-377 +/- 2” POA
PT-100/101 9mm, .40 S&W LMS-1441 LMS-377 +/- 2” POA
All Other 1911 Gov’t Models (Colt Kimber, Springfield, et al)
1911 - Matte Stainless .45 ACP LMS-1911M LMS-392 User Adjustable
1911 - Stainless .45 ACP LMS-1911S LMS-392 User Adjustable
1911 - Blued .45 ACP LMS-1911B LMS-392 User Adjustable




